
옵션 모델 설명 

SMB-B101 RF Path 9 kHz to 1.1 GHz

SMB-B102 RF Path 9 kHz to 2.2 GHz

SMB-B103 RF Path 9 kHz to 3.2 GHz

SMB-B106 RF Path 9 kHz to 6 GHz

SMB-B112 RF Path 100 kHz to 12.75 GHz with electronic step attenuator

SMB-B112L RF Path 100 kHz to 12.75 GHz without step attenuator

SMB-B120 RF Path 100 kHz to 20 GHz, with mechanical step attenuator

SMB-B120L RF Path 100 kHz to 20 GHz, without step attenuator

SMB-B131 RF Path 100 kHz to 31.8 GHz, with mechanical step attenuator

SMB-B140 RF Path 100 kHz to 40 GHz, with mechanical step attenuator

SMB-B140L RF Path 100 kHz to 40 GHz, without step attenuator

SMB-B140N RF Path 100 kHz to 40 GHz, with mechanical step attenuator, min.pulse width limited

SMB-B1 OCXO Reference Oscillator

SMB-B1H OCXO Reference Oscillator, high performance (one of the SMB-B1 or SMB-B1H opt.)

SMB-B5 Stereo/RDS Coder (available with an SMB-B101/102/103/106 freq. opt.)

SMB-B25 Harmonic Filter Opt., 150 MHz to 20 GHz (only available with SMB-B120, SMB-B120L)

SMB-B26 Harmonic Filter Opt., 150 MHz to 40 GHz (available w/SMB-B131/-B140/-B140N/-B140L)

SMB-B30 Reverse Power Protection, 100 kHz to 12.75 GHz (available w/ SMB-B112 or SMB-112L freq.)

SMB-B31 High Power Option, 50 MHz to 20 GHz (available with SMB-B120/-B120L)

SMB-B32 High Power Option, 50 MHz to 40 GHz (available w/SMB-B131/-B140/-B140N/-B140L)

SMB-K21 Pulse Modulator (for SMB-B112/-B112L/-B120/-B120L/-B141/-B140/-B140N/-B140L)

SMB-K22 Pulse Modulator (for SMB-B101/-B102/-B103/-B106)

SMB-K23 Pulse Generator

SMB-K27 Pulse Train(Req. SMB-K23 opt., only available for instruments with serial #> 102400)

ZZA-S234 19" Rack Adapter(mounting a 3/4 19" housing 2 RU high)

NRP-Z92 Average Power Sensor (-57 dBm to +33 dBm, 9 kHz to 6 GHz, N Type)

NRP-Z55 Thermal Power Sensor model .03 (-35 dBm to +20 dBm, DC to 40 GHz, 2.92 mm)

NRP-Z55 Thermal Power Sensor model .04 (-35 dBm to +20 dBm, DC to 44 GHz, 2.92mm)

NRP-Z22 Three-Path Diode Power Sensors (-57 dBm to +33 dBm, 10 MHz to 18 GHz, N type)

NRP-Z4 USB Adapter (passive)

1021.0512.00 Test port adapter, PC 3.5 mm female (SMB-B112/-B112L/-B120 or SMB-B120L freq. opt.)

1021.0529.00 Test port adapter, PC 3.5 mm male (SMB-B112/-B112L/-B120 or SMB-B120L freq. opt.)

1021.0535.00 Test port adapter, N female (SMB-B112/-B112L/-B120 or SMB-B120L freq. opt.)

1021.0541.00 Test port adapter, N male (SMB-B112/-B112L/-B120 or SMB-B120L freq. opt.)

1088.1627.02 Test port adapter, 2.4 mm female (SMB-B131/-B140/-B140N/-B140L freq. opt.)

1036.4790.00 Test port adapter, 2.92 mm female (SMB-B131/-B140/-B140N/-B140L freq. opt.)

1036.4802.00 Test port adapter, 2.92 male (SMB-B131/-B140/-B140N/-B140L freq. opt.)

1036.4777.00 Test port adapter, N female (SMB-B131/-B140/-B140N/-B140L freq. opt.)

1036.4783.00 Test port adapter, N male (SMB-B131/-B140/-B140N/-B140L freq. opt.)

SMZ110 Frequency Multiplier, 75 GHz to 110 GHz

SMZ170 Frequency Multiplier, 110 GHz to 170 GHz

SMZ-B75M Mechanically Controlled Attenuator for the SMZ75

SMZ-B75E Electronically Controlled Attenuator for the SMZ75

SMZ-B90M Mechanically Controlled Attenuator for the SMZ90

SMZ-B90E Electronically Controlled Attenuator for the SMZ90

SMZ-B110M Mechanically Controlled Attenuator for the SMZ110

SMZ-B110E Electronically Controlled Attenuator for the SMZ110

주파수

멀티플라이어

옵션

SMB100A RF 및 마이크로웨이브 신호 발생기

옵션 

추천 옵션


